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 - Lextek XP10 Titanium Look Hexagonal Exhaust 

 - Lextek Stainless Steel Exhaust Downpipe

 - Lextek Fitting Kit 

 - 2 x Lextek Exhaust Gasket 42x33x4mm

Suitable Models

This product is suitable for the following models

 - YAMAHA MT-07(2014-2020)

 - YAMAHA MT-07 TRACER(2016-2020)

 - YAMAHA TRACER 700(2016-2020)

 - YAMAHA XSR 700(2015-2020)

General information

Please ride your motorcycle responsibly & safely, while always abiding by local traffic
regulations.
All statements made with regard to the exhaust system's compliance are made in respect of the
exhaust system 'as is'. Any modifications of the Lextek exhaust system or its improper installation,
use or maintenance that is not in accordance with this Installation guide, may result in severe
damage to the exhaust system and/ or engine, as well as personal injury, and may affect the
exhaust system’s compliance with the legal requirements, such as exhaust system's air and/ or
noise emissions (as an example, the motorcycle may not be suitable for use on public roads any
longer), as well as warranty overage.
The exhaust system may only be used in accordance with relevant laws and regulations,
including state and federal, where applicable. Damage caused by improper installation, use and
maintenance of the Lexteks exhaust system is not covered by the Lextek lifetime warranty.
Technical specifications of Lextek exhaust systems and related products are subject to change
without notice.

NOISE AND EMISSION WARNINGS.
General warning.
Lextek products are distributed world-wide, Lextek Exhausts or any agent working on behalf of
Lextek doesn't make any representation that the exhaust system complies with the air and/or
noise emissions laws unless confirmed in writing. The buyer is responsible to check the
applicable laws where the products are to be used and to ensure they comply with those laws.

USA INFORMATION (EXCLUDING CALIFORNIA)
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Different U.S. states have individual laws regulating the use of aftermarket exhausts, especially
as any that modify, remove, or replace original catalysts.
Please check the appropriate laws in your area before installing any Lextek Exhaust and/or
system on your vehicle. Lextek Exhausts or any agent working on behalf of Lextek do not make
any representation that any Lextek Exhaust or system will comply with any such laws.

CALIFORNIA INFORMATION
The law in California prohibit the use of any aftermarket exhaust part or system that modifies,
removes or replaces original equipment catalysts unless an executive Order has been issued by
California Air Resources Board. The only exception to this rule is if the exhaust is being used only
on a race track on a closed circuit. Lextek Exhausts or any agent working on behalf of Lextek do
not make any representation that any Lextek Exhaust or system have received the applicable
Executive Order. The purchasers are solely responsible for ensuring compliance with the
applicable Californian law.



Page 5

WWW.LEXTEKPRODUCTS.COM

Removal of stock exhausts system:

Warning!
Exhaust components will be hot after riding.
Please ensure that your motorcycle exhaust has had sufficient time to fully cool down before
starting to disassemble any exhaust components. 
Tools:
Ensure you have a basic set of tools including a socket set and hex keys. As a precaution we
advise customers to wear protective gloves and/or other essential clothing. 

REMOVING THE O.E EXHAUST.
Preparation: Spray all bolts and joints with a penetrating spray and allow time to work.
Exhaust Valve: If your motorcycle has an exhaust valve, this will need to be disconnected.
Detailed instructions for this will be included within the product documentation. 
Lambda Sensor: Disconnect Lambda cable or remove from the pipework if necessary. NOTE: In
some circumstances it may be necessary to remove components to gain access to clamps/fixings
etc. 
Removal of Exhaust System: Remove the original exhaust system starting from the back of the
motorcycle and working to the front. Original exhaust systems can be heavy due to the materials
they are made from, and the size of silencers. Take care when removing the exhaust to avoid any
damage to your motorcycle.
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Installation

Remove the Right hand Riders Foot peg and install the exhaust mounting bracket as shown in the
image below. 

Refit the right hand riders foot peg ensuring that the specified torques are used.
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Insert the exhaust gaskets (supplied) into the header ports

Place the front section of the headers into the exhaust ports and tighten the exhaust nuts. Please
ensure at this point of the process they are only finger tight.

Re-install the Lambda sensor AND brass adaptor ensuring that the specified torques are used.
See image below.
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Install the rear section of the exhaust system and secure in place using the retaining springs
(supplied).

To secure the rear section please use the original bolt and nut to mount to the OE bracket. See
image below. 

Mount your new Lextek Silencer to the header and line the mounting point on the silencer to
bracket (installed earlier). Using the bracket and bolts (supplied) secure the silencer ensuring the
correct torque settings are used.
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Tighten the 4 x header nuts to 20Nm torque setting.


